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Oven

According to:

EN 1029, F1360, C136, D558, D698, D1557, D1559

Muoddel BPAGI01 BPAGLOZ BPAGL04
External Dun LxWxH 75004 50%5 1 0 6105 50%E3 Ormm 75005200 1 (0
Internal Dim LxWxH 45003 10%3 T0mm 480040005 30mm SO0A30%T T0mm
Capacity 550t 1000t 20005t
Fan Mo Yes Yes
Power Supply BOO0W, 2200, 50Hz 1600W, 220, S0Hz 2000W, 220V, 50Hz
Temperature Range 30-250%C 50-250°C 50=250°C
Shelves 2 3 3
Electric Furnace
|
‘5
|
f
|
Model BPAGILD BPAGIIL
Description Electnical Fumace Electnical Fumace
External Dum LxWxH 550050003 50mum 55005003 50mum
Internal Dum TxWxH 14001 5001 S0mm 150250 00
Capacity Shie 7.5k
Power Supply A000W, 220V, 50Hz 4000W, 220V, 50Hz
Temperature Range 25-1100°C 25-1100°C
Weight 35kg 37kg
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Hot Plate

BPAG121
BPAC121 BPAC122
Description Electrical Hot Plate Stirmg Hot Plate
Top Plate Boowmd Dha. 1900 Bound Daa, 1 55mm
Power Supply 1500W, Z20V, 50Hz 1500W, 220V, 50Hz
D LxWH 25002 SOME0mLT 2500 S0 5 0man
Wesght 21kg 24kg
Desiccator
Model BPAG136
L Desiccator with Vacumum  240mm with
E Suction Valve
BPAG136
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Sample Splitters
According to :
ASTM C702

BS 812:1
EN 932:1

BPAGIS1

BPAGI1S2

BPAGI1S3

BEPAG134

Sampler Splitter

Sampler Splitter

Sampler Splifter

Chute Width

lmech

1/2imch

3/Bmeh

5303 30mm

225%3 20mani

19022 S

180% 1 75mm

Churte Mo

10

12

16

16

Four Stage Sample Splitters

According to :

ASTM C316
BS 812
EN 932:1

BPAGLET

BPAGLEE

Fous Stage Sampler Sphiter

Fous Stage Sammpler Spltier

Chute Width

12mch

Homch

COpenmng Dim.

175x150mm

19522 5mm

Clhute No.

18
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Flakiness & Elongation Gauge

According to : BPAG161

EN 932-3

BS 812:105

BPAG162
Mode] BPAG 161 BPAG 162
Description Flakaness Gauge Elongation Gauge

Matenal Mickel Plated Steel Stamless Steel
Weight 330g 850g

Proportional Caliper Device

According to :

ASTM D4791
ISIRI 11269
EN 933-4 933-5 933-7

-
aHp et aalal]
Model BPAC165
Description Proportional Caliper Device
Matenal Galvamzed Steel
Weight 7.5kg
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Behrad Company

Los Angeles Abrasion Machine

According to :

ASTM C131, C535
EN 1097:2
ISIRI 448, 8447

BPAG 170
Model BPAG1T0
Description Los Angeles Abrasion Machine
Power Supply 1.1KW, 220V, 50Hz
Drum Stroke 30-33mpm
Dimension LxWx=H 980x740x1080mm
Weight 335kg
Los Angeles Noise Reduction Cabinet
BPAG171
Model BPAG171
Description Los Angeles Noise Reduction Cabinet
Weight 120kg
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Los Angeles Abrasive Charges

Model BPAGIT2
Description Los Angeles Abrasive Charges
Qty 12

Aggregate Impact Value Apparatus

According to:

BS 812:112
ISIRI 669 BPAG 190
Model BPAG190
Description Agpregate Impact Value Apparatus
Dim. LxWxH 400x2 70x860mm
Weight 52kg
Aggregate Crushing Value Apparatus
According
to:
BS 812:110
ISIRI 665
BPAG 192 BPAG 193
Model BPAC193 BPAC192
Description Aggregate Crushing Value Apparatus 3mch Aggregate Crushing Value Apparatus Sinch
Weight 3.5kg 21.5kg
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Aggregate Soundness Test Bath
According to:
ASTM 88

EN 1367-2
ISIRI 449

BPAG 197
Model BPAG13T
Description Aggregate Soundness Test Bath
Power Supply 250W, 220V, 50H=
Internal Dim LxWxH 500x550% 75 0mun
External Dim LxWxH 1050x700x200mum
Weight 80kg

Soundness Conical & Cubic Baskets

According to:

ASTM C88
EN 1367-2
BPAG 195 BPAG 196
Model BPAC19: BPAC196
Description Soundness Conical Basket Soundness Cubic Basket
: Internal . .
D LxWxH Dim.150x150x150mm Opening Dia. 100mm
Weight 120g 1080g
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Bulk Density Measures

ASTM C29, C138

BS 812:109
EN 1097-3
ISIRI 3203 ~
‘ i
BPAG 204 BPAG203 BPAG 202 BPAG 201
Model EPAG201 EPAG202 BPAG203
Descrption Bulk Density Measure Bulk Density Measure Bulk Densaty Measure
Capacity 3lit Thit 15kt
Weight 2 dkp kg Skg
Sand Tube Sampler
Model BPAC 206
Description | Sand Tube Sampler 2000mm -
Dim DxL 50x2000mm
BPAG 206
Sand Absorption Mold & Tamper
According to:
ASTM C128 ] \
BS 812:109 '
EN 1097-7 BPAG221 ‘ \ BPAG 222
ISIRI 4980
Model BPAC 221 BPAG 212
Descripfion Sand Absorption Mold Sand Absorption Tamgper
Material Brass Nickel Plated Steel
Weight 80g 340g
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Pycnometer 1000 M

According to:

ASTM D854-2
ISIR1 4980
BPGA 230-1
Model BPAG 230-1
Description | Pycnometer 1000ml
Weight 600g
Jaw Crusher
Model BPAG 150
Description Jaw Crusher
Opemng Dim. 100x140mm
Output Size 0.5-10mm
Power Supply 3kW.Smgle Phase, 220V, 50Hz
Ball Mill
Model BPAG 270
Description Ball Mill
Capacity 1000-700g
Power Supply 370W,Single Phase, 220V, 50Hz
Dim. LxWxH 300x350x700mm
Weight 45kg

BPAG 270
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Fine Mill

Digital Scale

Model EBPAC 200
Description Fine Mill
Input Size. 2.5mm
Output Size 10u
Capacity 150-250-500cc
Power Supply 3kW Smgle Phase, 220V, 50Hz
Dim LxWxH 100x70x60cm
Weight 280kg
BPAG 290

@

Model WE022 | WEO024 | WEO060 | WE063 | WEO084 | WE 086 WE130 WE131 WE133 WEI191
Description SKY 600 | SKY 30000 JCE3 JCE30 | NWTH 10| NWTH 20 JTWE3 JWE 6 JWE 30 | TWI3000
Capacity 600g 3000g 3000g 30kg 10kg 20kg 3000g 6000g 30kg 150kg
Div. 001g 01lg 0.1g 1g 0.5g lg 0.1g 02g 1g 10g
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Mechanical Balances

Model BPAG 307 BPAG 308 BPAG 309 BPAG 310
Capacity 26108 2610 20kg 3llg
D 0.lg Olg g 0.01g
Brand Ohaus(USA) Made in China Made in [RAN Made in Tarwan

Stainless Steel Calibration Weight Sets

Model BPAG 316 BPAG 317 BPAG 318 BPAG 319 BPAG 310 BPAG 311-1
Weight Range 1-100g 1-500g 200g 1000g 2000g 20kg

Bouncy Balance Bench Set
According to :
BS 812:2, 1881:114

EN 12390-7
ISIRI 4982

BPAG 333

Model BPAG 333
Description | Bouncy Balance Bench Set
Dim LxW=H T00x450x 1000mm
Weght 25kg
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Density Baskets & Concrete Sample Holder

According to:

ASTM C127 BPAG 336 BPAG 337
AASHTO T85
Model BPAG 336 BPAG 337 BPAG 338
Dim DxH 200x200mm 100x120mm 1601 60mm
Matenal Galvamized Steel Galvanized Steel Galvamized Steel
Weight 1000g 5008 3008
Trays
Rectangular Tray
Model BPAG 417 BPAG 418 BPAG 419 BPAG 420
D L=W=H 3 1002 5005 Sanam 3500 2 B0l 42003 2 0o S1mam ASIng 4000 Tl
Matenal Standess Steel Stamless Steel Stamless Steel Stamless Steel
Weight 450g 600g 800g 1000g
Circular Tray
Model BPAG 421 BPAG 422 BPAG 423
Dim D<H 250%50mm 330%60mm 410%60mm
Matenal Stainless Steel Stainless Steel Stainless Steel
Weight 3308 5708 850g
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Digital Compression Machine
According to:
ASTM C39
BS 1610
ISIRI 8193
Model BPCO 100 BPCO 111 BPCO 160 BPCO 121 BPCO 133
Digxtal Indicator Digatal Indicator Digstal Indicator Drgital Indscator Dagatal Indscator
¥ Compression Machine | Compression Macline | Compression Machmne | Compression Maclune | Compression Machine
Power Supply 1.1kW, 220V, 50Hz 1.1kW. 220V, 50Hz 11kW, 220V, 50Hz | 1.1kW, 220V, 50Hz 1L1kW. 220V, 50Hz
Capacity 12006&N 1500kN 20006kN 3000kN 4000kN
Accuracy 1kN 1kN 1kN 1KN 1KN
o - 320mm 320mm 320mm 320mm 320mm
Stroke It 40mm 40mm 40mm 40mm 40mm
Selectable M
e kef kef kef kef kef
Digital LCD 2x16 Digital LCD 2x16 Digital LCD 2x16 | Digital LCD 2x16 Digital LCD 2x16
Digital Iods backlight - backlight - backlight - backlight - backlight -
Manufactured by Manufactured by Manufactured by Manufactured by Manufactured by
Azmoon Azmoon Azmoon Azmoon Azmoon
c god Pact Senal Commumcation | Senal Conumumcaton | Senal Communication | Senal Communication | Senal Communication
Port- RS232 Port- RS233 Port- RS234 Port- RS235 Port- RS236
Calibeat Possible with Intemal | Possible with Intemnal | Possible with Internal | Possible with Intemal | Possible with Intemal
Software Software Software Software Software
Possibahity to use wath
Length Transducer
Inchudes Processmg and | Includes Processmg and m;'d“ WM“ mnlm MG ““:fmm Includes Processmg and
Reportng Software | Repont Generation Soft- | Report Generation Soft- Som ith Visual | Softw: ith Visual Report Generation Soft-
ware with Visual Basic | ware with Visual Basic ;"ﬁc ""B;‘m ware with Visual Basic
Dim LxWxH 700x400x1060mm 700x:400x 1 060mm T00x430x1 100mum $00x580x1450mm £00x580x1 550mm
Weight 380kg 400kg 425kg T90kg 1050kg
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Semi-Automatic Compression Machine

According to:

ASTM C39
BS 1610
ISIRI 8193
Model BPCO 103 BPCO 113 BPCO 161 BPCO 124 BPCO 136
Semu Automatic Sem Automatic Senu Automatic Sem Automatsc Senu Automatc
P Compression Machme | Compressson Machune Compression Machme | Compressson Machume | Compression Machme
Power Supply 1.1kW, 220V, 50Hz 1.1kW, 220V, S0Hz 11kW, 220V, S0Hz 1.1kW, 220V, 50Hz 1.1kW, 220V, 50Hz
Capacity 12006N 15000N 20006N 30006N 4000KN
Accunacy 1kN 1kN 1kN 1kN 1kN
D“‘"‘;‘l o] 320mm 320mm 320mm 320mm 320mm
Stroke lismat 40mm 40mm 40mm 40mm 40mm
7 S““"":m kef. N. b kef, N, b kef. N.Ib kef. N, b kef. N. b.
Indscatoc Dagatal LCD 4x16 back- | Digital LCD 4x16 back- | Dagatal LCD 4x16 back- | Digital LCD 4x16 back- | Dagital LCD 4x16 back-
. Bght - made m Tarwan | hight - made m Taswan | light - made m Tawan light - made m Taowan | light - made mn Tawan
C ti0n Poct Senal Communscation Senal Commumcation Senal Communacation Senal Communication Senal Communacation
Post- RS233 Port- RS234 Port- RS235 Port- RS236 Post- RS237
Calil Possable with k | Possible with I | Posuable with Intemal Possible with I 1 Possible with & |
Software Software Software Software Software
Possibality to use with
Includes Processng and | Includes Processmng and | Includes Processing and | Includes Processmng and | Includes Processing and
Repormng Software | Report Generation Soft- | Report Genenaton Soft- | Repon Generation Soft- | Report Generation Soft- | Repont Generation Soft-
ware with Microsoft Excel fware with Microsoft Excel|ware with Macrosoft Excelfware with Microsoft Excel|ware with Microsoft Excel
Dim LxWxH 700x400x1060mm 700x400x1060mm 700x430x1100mm 800x580x1450mm $00x380x1550mm
Weiglut 380kg 400kg 425kg 790kg 1050kg
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Servotronic Automatic Digital Compression Machine

ASTM C39
BS 1610
ISIRI 8193
Model BPCO 106 BPCO 114 BPCO 162 BPCO 117 BPCO 139
- - lAndomatic Compression| Antomanic Compression| Antomane Compression| Automanc Conypression| Ausomatic Conypression
e Machine Machme Machine Machine Machine
Power Supply 11EW, 220V, 50H= 11kW, 220V, 50H: 11W, 220V, 50H= 1.16W, 220V, 50H: 1.16W, 220V, 50H=z
Capacaty 12006 1 5006M 20008 30006M 40008
Accuracy 1N 1kN 1 1k 1kN
Distanice Betoreen Plates 320mam 3 20mm 320mam 3. 20 320nam
Strodoe hnmit 40 40 40mm 40hman 4lmm
Selectable Measuring force kgf M, I kgf N, 1b ki N, Ib kef N.1b kef. N, Ib
Digiial Indicator T Touchscreen T Touchscreen T Touchscreen T Touchscreen T Touchscreen
LCD-TFT LCD -TFT LCD -TFT LCD-TFT LCD-TFT
C st Pert Senal Conummscatson | Seral Communscation | Senal Commaumscation | Seral Conmmunscation | Senal Conumunscation
Port- R5232 Porn- R5232 Pom- R5232 Port- R5232 Pori- R5232
Calibeats Passible wath Possible wath Passable wath Possable wath Possible wath
e temal Softorare internal Softoare internal Sofrorare mtermal Sofroare mtemal Softoare
Possibiliry rith
e v v v v v
Fachades Processing and| Inchides Processing and|Inchsdes Processing and | Inchudes Processing snd| Includes Processing and
R e Repont Generanon Report Generanon Repon Generation Report Generanon Repon Generation
oftware Software with Software with Software with Software with Software with
Microsoft Excel Microsoft Excel Microsoft Excel Microsoft Excel Microsoft Excel
Dhen LxWxH Q0000 | 1 50k SO0k 1 1 500k S04 301 1 50 1000 5800 1 1 50 1000580 11 500w
Weight 42 450Kz 535kg 850Kz 1100kg
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Servotronic Automatic Digital Compression Machine

According to:

ASTM C39
BS 1610
ISIRI 8193
Model BPCO 109 BPCO 119 BPCO 166 BPCO 130 BPCO 142
S Automatic Compression | Automatic Compression | Automatic Compression | Automatic Compression | Automatc Compression
: Maclune Machine Machine Machine Machmne
Power Supply 1.1kW, 220V, S0Hz 1.1xW, 220V, 50Hz 1.1kW, 220V, S0Hz 1.1xW, 220V, S0Hz 1.1kW, 220V, 50Hz
Capacity 12006N 1500kN 2000&N 3000kN 40006N
Accuracy 1N 1N 1N 1EN 1N
Distance ,
Between P1 320mm 320mm 320mm 320mm 320mm
Strokee lumst 40mm 40mm 40mm 40mm 40mm
Selectable
M o kg N. b kN D kgf N. b kfN.Ib kgf N, Ib
igital Ind 7"Touchscreen LCD - | 7" Touchscreen LCD - | 7" Touchscreen LCD - | 7" Touchscreen LCD - | 7" Touchscreen LCD -
€ TFT TFT TFT TFT TFT
Commumication | Senal Commumcation | Senal Commumication | Senal Commumcation | Senal Commumication | Serial Commumication
Port Port. RS232 Port- RS232 Port. RS232 Port. RS232 Port- RS232
¢ : Possible with internal | Possible with internal | Possible with internal | Possible with mternal | Possible with mternal
Software Software Software Software Software
Possibility to
use with Length v v v v v
Transducer
Includes Processing and | Inchudes Processing and | Includes Processmng and | Inchudes Processing and | Includes Processing and
Software Software with Software with Software with Software with Software with
Microsoft Excel Microsoft Excel Microsoft Excel Microsoft Excel Microsoft Excel
D LxWxH 900x400x11 50mm 900x400x11 50mm 900x430x1150mm 1000x580x1150mm 1000x580x 11 S0mum
Weight 420kg 450kg 535kg 850kg 1100kg
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Compacting Factor Apparatus

According to:

BS01881: 103

BPCO 207

BS 5075
Model BPCO 207
Description | Concrete Compacting Factor
Dim [ =<WxH 240pc400= 12 Frmm
Weight 45kg

Time of Setting of Concrete Mixtures by Penetration Resistance

According to:

ASTM C403
Model BPRCO 1200
Description Concrete Time of Setting

Indicator Proving Ring
Capacity 1N
Accuracy 10M

Length 50cm

Weight 3kg

TNAAs

BPCO 200
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Specimen Cutting Machine

BPCO 240
Model BPCO 140
Description Specimen Cutting Machine
Cutting Depth Dia 150nmm
Power Supply 2 2kW. 3000mpm, 220V, 50Hz

Digital Concrete Flexural Machine

According to:

ASTM C293
BS 1881:118
EN: 12390-5

BPCO 260
Model BPCO 160
Description Digital Concrete Flexural Machine
Capacity 400N
Accouracy 20N
Indicator Digital LCD 4x16 backlight - made in Tatwan
Power Supply 1.1W, 22V, 50Hz
Dim of Body LxWxI T30x810x1500mm
Dim. of Hydraulic System LxWxH 35003 50 800mm
Weight of Body 120kg
Weight of Hydraulic System S50kg
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Flexural Device for Concrete Beam

According to:

ASTM C78, C293

BS 1881:118
EN: 12390-5
BPCO 270
Model BPCO 270
Description Flexural Device for Concrete Beam
Dim LxWxH 40012 70200mm
Weight kg

Plastic Concrete Compression Test

Model BPCO 272 BPCO 275 BPCO 276
Descnption Plastic Concrete Compression Test | Plastic Concrete Compression Test | Plastic Concrete Compression Test
Capacity 30kN SOKN 100kN
Accuracy 10N 20N SON
Todicasor Digital LCD 4x16 backlight - made | Digital LCD 4x16 backlight - made | Digital LCD 4x16 backlight - made
m Tarwan in Tawan in Tawan
Flow Digital displacement Transducer | Digital displacement Transducer | Digital displacement Transducer
50mm, Div. 0.01mm S0mm, Div. 0.01mm S0mm. Div, 0.01mm
Power Supply 66kg cm. 220V, S0Hz 88kg cm. 220V, 50Hz 1kW, 220V, 50Hz
Stroke Switche S0mm S0mm S0mm
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Compressometer Static Modulus of Elasticity

According to:
ASTM C469  BPCO 280
UNI 6556

Model BPCO 2179 BPCO 180
Description Compressometer Static Modulus of Elasticity | Compressometer Static Modulus of Elasticity
Specimen Dimension DxH 100 200mum 1 50 300mm
Indicator Dnal Indicator 1.2.7Tmm. €002 mm Dial Indicator 1.2.7mm. O.002mum
Weight 2.5kg ikg

Drum Type Mixer

According to:

EN 12390-2
|
BPCO 302
I
Model BPCO 302
Descriprion Drum Type Mixer
Capagirty 1200t
Speed 35rpm

Power Supply KW, 220V, 50Hz
Dim. LxWxH 1300=760+=1550mm
Weight B0kg
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Pan Type Mixer

According to:

EN 12390-2
Model BPCO 299 BPCO 300 BPCO 301
Diescription Pan Type Mixer Pan Type Mixer Pan Type Mixer
Capacity s0lit. 1001it. 200lit.
1.1KW, 220V, $0Hz 3KW, 220V, S0Hz KW, 220V, S0Hz
I LT Single or 3phase Single or 3phase Single or Iphase

Slump Cone Test

According to:
ASTM C143-90

BS 1881:125
BPCO 311 BPCO 312 BPCO 313
Model BERCO 311 BPCO 311 BPRCO 313
- Shunp Cone Test With Shump Cone Test With Slump Cone Test With Stainless
LRSET Steel Cone Plastic Cone Steel Cone
Weight 10kg kg 10kg
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BPCO 312-1 BPCO 311-1 BPCO 313-1 BPCO 311-5
BPCO 311-2 BPCO 311-3 BPCO 311-4
Model CO 311-1 | CO312-1 | CO313-1 CO 311-2 CO 312-2 CO 311-3 CO311-4 | CO311-5
. Stainless Metal Pan . ) . Slump
Description | Steel Cone Pl.ﬂSHC Steel Suitable for Steel and Metal Pan. Suitable for Tamping Rod Aluminum Measuring
Cone ) Plastic Cone Cone Funnel )
Cone Stainless-steel Cone Scale
100mm 100mm 100mm Dia. 16 95%190%
Dim.dxDxH| 200mm | 200mm | 200mm 460%460 mm 460*460 mm 1a. JOMII |- 29205 ) 45 0x350mm
H 600mm 100mm
300mm 300mm 300mm
Weight 1.2kg 1.1kg 1.9kg skg Skg 0.9kg 140g 1.2kg

K-Slump Tester (K-Slump)

According to: ¢
ASTM C1362 N

BPCO 320

Model BPCO 320

Description K-slump

Dim.LxWxH | 50x50x400mm

Weight 500g
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Kelly Bar Apparatus

According to:

ASTM C360 -
o
BPCO 330 l
Model BPCO 330 =
Description Kelly Ball k u
Dim.LxWxH 35x15x31cm i — aw
Weight 14kg
Vebe Consistometer
According to:
ASTM C1170
EN 1235013 =RE0less
BS 1881:104
Model BPCO 333
Description Vébé Consistometer
Power Supply 180W, 220V, 50Hz
Dim. LxWxH 280+400=900mm
Weight 110kg

Self-Compacting Concrete Tests Apparatus

SCC V-Funnel

According to:

EN 11042 BPCO 340
Model BPCO 340
Description SCC V-Funnel
Dim. L=W=xH | 250=750x940mm

Weight 12kg

s
B
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SCCLBox

According to:

EN 11043 BPCO342
Model BPCO 342
Description SCC L-Box
Dim. L*W=H §00x220%620mm
Weight 11.5kg
SCC U-Box
According to:
EN 11044 BPCO 344
Model BPCO 344
Descnption SCC U-Box
Dim. L~W=H 740> 300> 200nun
Weight 11.5kg
SCC J-Ring
Accoerding to:
EN 11045 /
ASTM C-1621 BPCO 346
ISIR 11271
Model BPCO 346 el / o
Description SCC J-Ring =
Weight 27.5kg i

L
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Entertainment Meter
According to:

ASTM C23 TYPE A

EN 12350/7 EEEEE
BS1881/106
Model BPCO 380
Description Air Entrainment Meter
Test Method Type A
Gauge 2.5bar
Volume 6lit
Dim. LxWxH 350x350x670mm
Weight 14kg

Cast Iron Molds

Model EPCO 466 EPFCO 468 EPCO 470 EPCO 474
Specionen Size 10u0ne 100 1 00num 100 100 1 00 1500c1 50 1 S0num 2000 2000 2000w
Material Cast Iron Cast Irom Cast Iron Cast Iron
Mo of the Parts 3 3 3 4
No. of the Gangs 1 < 1 1
Weight 6.5kg 12.5kg Okg 14kg
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15x15x15mm Molds

&

Concrete Cube Molds ABS

BPCO 509

Muode] EBPCO 3500 EFCO 304 EBPCO 3503 BPCO 306
Specimen Size 1501 50x1 S0mumn 100 1O 1 W0y 150%1 50x 1 S0mum 15001 500¢ 1 S0mmum

Material Polyamides with Stain- ABS ABS ABS

less Steel ntemal Sheet

Mo, of the Parts 2 1 1 3
No. of the Gangs 1 1 1 2

Weight 6.5kg 12.5kg kg 14kg

Cube Mold Tamping Rod (Rammer)

According to:
EN 12390/1-12390/2
BS 1881:108, 109, 110

Model EPCO 520
— : BPCO 520
Description Tamping Rod
Material Iron
Size 1=
Weight 1810ke

Concrete | info@behradcompany.com



@

T,
e BSP7IR

Behrad Company

Cylindrical Molds

BPCO 600
According to:
ASTM C192-C31
EN 12390/12390/2 ERESE0
BS 1881:108, 109, 110
BPCO 608
Model EPCO 600 BPCO 604 EPCO 608
Speci i Dia. 6™ Dia. 150mum Dia. 47
Spectnen Stze H4" H 300mm Hs"
Material Steel Plastic ABS Steel
Weight 8.7kg 1.8kg 4.Tkg
Beam Molds

According to:

ASTM C192, C31
EN 12390/1-12390/2
BS 1881:108, 109, 110

Model BPCO 700 BPCO 702 EPCO 704 BPCO 704 EBPCO 708
Specimen Size 10ag 1 O S 00mmam 1500 1 50006 500man 206 20000c 7 S 0man 100 1 O0nc A0 0nam 1500 1 5005 S0man
Material Steel Steel Steel Plastic ABS Plastic ABS

Weight 25kg 3dkg 48kg 1.2kg 1.6kg
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Hydraulic Shrinkage Determination Apparatus

According to:

ASTM C426
Model BPCO 722
Specimen Size | 100x100x500mm
Material Steel
Model BPCO 724
. Length Comparator with
Description Dial Indicator
Gauge Div. 0.002mm
Material Galvanized Steel
Weight 6.2kg

Freezing & Thawing Apparatus

According to:

ASTM C666
EN 196-1367/1

BPCO 724

Model BPCO 725
Description Freeze and Thaw Testing Apparatus
Power Supply GOOW.220V, 50Hz
Tempreture Range -18+5°C
Dim. LxWxH GO0xT00x2 100mm
Weight 120kg

BPCO 725
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Freezing & Thawing Mold

According to:
ASTM C666
EN 196-1367/1

Model EPCO 715-1
Description | Freeze and Thaw Mold
Material Steel
Weight 4.5kg BPCO 725-1

Concrete Curing Water Bath

According to:

ASTM C684
BS 1881:111
Model BPCO 730
Description Concrete Curing Tank
Internal Dim. 580=400x290mm
External Dim. 855x500=500mm
Material Stainless Steel
Volume 671it
: BPCO 730
Weight 37kg

Splitting Tensile Test

According to:

ASTM C496
EN 12390/6
BS 1881:117
Model BPCO 755 BPCO 756
Specimen Size 6x12 4x8
Material Galvanized Steel Galvanized Steel
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Universal Electric Core Drill

According to:

EN 12504-1
Model BPCO B840 BPCO 845
Descrintion Universal Electric Universal Electric
ot Core Drill Core Drill
Power Suppl}r 28000W., 220V, 50H=z 2400W, 220V, 50Hz
Dim. LxWxH 440750 1300mm 4407501 300mm
Weight 90kg 90kg
Concrete & Asphalt Core Bits
According to: //A
EN 12504-1 -
Model BPCO 861 | BPCO 862 | BPCO 863 | BPCO 864
Inside Diameter 2 3 4 6
Thread Diameter 1-1/4° 1-1/4 1-1/4° 1-1/4°
Weight 1.5kg 2.5kg 3.5kg 5.5kg
Length 470mm 470mm 470mm 470mm
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Concrete Vibrating Table

According to:

EN 12540-2
12350/4
BS 1881:108
Model BPCO &70 BPCO 8§72
Description | Concrete Vibrating Table | Concrete Vibrating Table
Motor Stroke 30001pm 3000rpm
Power Supply 180W, 220V, 50Hz 250W. 220V, 50Hz
Table Dim. 700x700mm 1000x1000mm
Dim.LxW=xH 700x700x420mm 1000x1000x520mm
Weight 80kg 100kg

Cylindrical Capping Equipment
ASTM C627-C192

EN 12390/2

Capping Melting Pot

Model BPCO 910

Description | Capping Melting Pot
Power Supply | 1500W. 220V. 50Hz
Weight 2.6kg

BPCO 910
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Cylindrical Capping Mold

BPCO891 BPCO 900
Model BPCO 890 BPCO 891 BPCO 900
Specimen dia. 3" - 76mm 4"- 100mm 6" - 150mm
Aluminium and | Aluminlum and | Aluminium and
Material CastIron Body | CastIron Body | CastIron Body
with Galvanized | with Galvanized | with Galvanized
Steel Plate Steel Plate Steel Plate
Weight 2.8kg 3.7kg 12.5kg
Capping Compound
& .
Model BPCO 920
Description Capping Compound
Weight 20kg
BPCO 920

Steel Steiner & Capping Rubber

According to:

ASTM C1231
Model BPCO 8385 BPCO 238 EPCO 887 EPCO 8389
. Stee] Steiner & Steel Steiner & . .
Description Capping Rubber Capping Rubber Capping Rubber Capping Rubber
Qry per pkg - < - -
D DxH 145%25mamn 20532 5mm 100 1 Znam 1500 1 2nam
Wi ght 2.7kg £.2kg 0.3ke 0.5kg
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Water Impermeability Tester

According to:

EN 12390/8
EN 12364
BPCO 950 BPCO 952
Modzl EPCO 230 BPCO 932
Descrption. Water Impenieability Tester Water Impenieability Tester

Mo, of Test Specimens

3

6

Dim L=W=H 6400 1600 = 167 0mun 10:b0 480 = 1 95 0nmum
Weight S0kg 130g
Concrete Thermometer
g
BPCO 980 BPCO 970 BPCO 971
Maxdel EPCO 970 EPCO 971 BPCO 980
Drescription Analogne Thenuometer Analogue Thennometer Digital Thennoneter
Temp. Range =10+60 °C -10+100 *C =50300 °C
Div. 15C 15C 0.1%C
Stem Length 12.5cm 15 cm 11 cm
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According to:

ASTM C939
Model BPCE 109
Description Flow Cone for Grout Flow Time
Dim LxWxH 670x295x295mm |
Weight 4.7ke |
! \ $ : ,'
PBCE 109 &
According:
ASTM C183
AASHTO T127 |
EN 196-7 |
EN 932-1
Model BPCE 110 BPCE 110
Description Le Chatelier Flask
Nominal Volume 250cce
Div. 0.1cc
Weight 120g
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According to:

ASTM C183
AASHTO T127
EN 196/7
EN 932/1
Model BPCE 115 BPCE 116
Description Tube Sampler for Packaged Cement Tube Sampler for Bulk Cement
Length 730nun 1700mum
Material Brass Brass
Weight 450z 4.5

According to:

ASTM C204
EN 196-6

BS 4359:2
AASHTO T153

Model BPGE 190

Description Mercwry

Weight 100g

s

model |BPCE 120 |BPCE121 [EPCE122 |BPCE123 | BPCE 123-1 |BPCE 123-2 [BPCE 123-3| BPEC 124
Elaine Air Standard Filter| Manometric |Rubber Aspirator : el Body
Description|  Penmeabality paper 100 per Licuid | for Suction Hand I‘;'lmbe (‘Tt]a.“ Perforated Disk| Greass (E]:"I y and
Apparanes pack Red Colour Pump AR nnger
- Steel Body, . .
Material Electrostatic painted Filter Paper Fyrex Brass Stamless Steel
Diimeension | 160w 2900w 44 0mam Dia. 12.7 - - Mm;i:fnt Dia. 12.6 Dida. 12.7
Weight 9.6kg - 1 S0z
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Model BPCE 125

Description | Standard Reference Cement

Weight 14g
BPCE 125

EN 196-3
BS 6463

Model BPCE 126

Description Le Chatelier Mold
Material Brass
Weight l44g
BPCE 126

According to:

EN 196-3
BS6463

BPCE 140
Model BPCE 140
Description Le Chatelier Bath
Power Supply 1000W, 220V, 50Hz
Ext. Dim.LxWxH 630x300x215mm
Int. Dim.LXWxH 400x200x160mm
Weight 10kg
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According to:
ASTM C151, C141
Model BPCE 130
Description Autoclave for Soundness
of Portland Cement
Power Supply 0 3TRW, 2200, 50Hz
Dim. LxWxH 520 520%1 100mum
Weight 160kg

BPCE 150

ASTM C151, C141, C490
BPCE 152 BPCE 155
Model BPCE 151 |BPCE 152 |BPCE 132-1 |BPCE 153 |BPCE 154 |BPCE 155
Dresenplion Mold Mold Mold Hopper Hopper Inisert
Diin, of Speciinen) 252582 501um 5% 258 I ESmIN TEx TSX28 5 25% 252 S0imn 25K 25 I8 S D, Sinidii
Matenal Stamless Stesl Stamless Steel Stamnless Steel Ao Ahunomm Stamless Steel
Welglit 3.2kg 3.5kg 12kz 400 500z 35z
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According to:

ASTM C151, C490
BS 1881, 6073, 812:102
EN 1367-4

Model BPCE 156 BPCE 138
Description Length Comparator with Digital Indicator Length Comparator with Analogue Indicator
Crange Div. 000 Lman 0,00 20
Material Wickel Plated Steel Wickel Flated Steel
Weight 6.2kg 6.2kg
ASTM C 266
Model BPCE 168
Description Gillmore Needle
Material Aluminum and Stainless Steel
Weight 2kg
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According to: &
ASTM C187, C191 BPCE 175 BPCE 172
BS 4550
EN 196:3
BPCE 170
BPCE 171 BPCE 173
Model BPCE 170 BPCE 171 | BPCE 172 |(EPCE 173 | BPCE 174 BPCE 173 EPFCE 176
Description Wicat Apparatus an;;::::u]d Imitial set Meadle| Plunger Base Flate | Final set Meedle STlﬁ:dth::ue
Dhim. 1400 1 90 2 90mm I:;:I-;iz f;n Daa. lmm Dia. 10mum | 1000 1 00mum Dia. loum 1.13num
Material | Cast Alnminum Body Bakalite Steel Stezl Gilass Sieel & Brass Steel
Weiglt 200 100g 13g 13g 100g 14g 142
According to:
ISIRI 8117-2 BPCE 177

EN 480-2

info@behradcompany.com | Cement




@

o526l Behrad Company

Model EPCE 177 BPCE 177 -1 BPCE 176
Drescription Wicar Appasams Conical Mold Standard Needle Meet 1o EN 480-2
Dinn. 140%190%290mm Dgi:'?;rm D‘:{ :é.:;:T"
H 40 mum '
Material Cast Ahuvinng Body Teflon Stea]
Weight 3.2kg TO0g l4g

According to:

ASTM D 6910
BPCE 200
Model EBPCE 200
Description Marsh Funnel Viscometer with Measuring cup
Hole Dim. 47mum
Matenal ABS Plastic
Weight lkg
According to: '
ASTM D 4381
Model EPCE 201
Description Sand Content Test kit
Weight 1.5kg BPCE 201
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According to:
ASTM C18585

Model EPCE 202

Description Mud Filter Press API

Dim. 2000 14049 0mum

Weight 5.5kg

According to:
ASTM D 4380

Model BPCE 203

Description | Mud Balance

Weight 1.8kg

BPCE 202

BPCE 203
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According to:

ASTM C230 -,
BS 4551 } ‘
EN 459-2
BPCE 210 BPCE 211 BPCE 211-1
Model EBPCE 210 EPCE 211 EPCE 211-1
Descnption Flow Table Flow hold Flow Talble Tanpeer
Driam, 8002 S0%3 S0num Drial 0ne dia, 70 h50num DxL: 35x155mum
Weight 12ke 0.7Tkg 263 g
According
to:
ASTM
C305
BS 3892
EN 196-1
BPCE 221 BPCE 222 BPCE 230
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According to:

ASTM C305
BS 3892
EN 196-1

BPCE 220

Model BPCE 230 BECE 220 BECE 2211 BPCE 222
Description Mortar Cement Mier Antomnatic Mortar Cement Mixer Stainless Steel Bowel Stainless Steel Beater
Capacity 4.7t 4.7lie 4.7lit -
Power Supply 2500, 220V, S0Hz 2500, 220V, S0Hz - -
Dim LxWxH 450w 800 T (dmun 450w S0 T (efmaum ID: 209 144re 2 00mrun
Weight 55kg 55kg 1.1kg 0.Tkg

BPCE 235
Model BPBCE 233
Description Y Type Mixer (Dry mixer)
Capacity lkg
Power Supply 3TOW. 220V, 50Hz
Dim T WxH 3802 50x3 501mun
Weight 33kg
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According to:
EN 196/1
BS 3892

BPCE 250
Model ERCE 250
Description Jolting Apparatus
No. of jolting per min 60
Power Supply 250W, 220V, 50Hz
Dim. LxWxH 450x1000x4 201mm
Weight 60kg

According to:
ASTM C87, C109, C191, C190

EN 196-1, 12390-2
BS 1881:111
BPCE 255
Model BPCE 255
Description Curing Cabinet
Temperamre Range 10-50 °C
Humidity Range 50-95%
Int. Dum. Q00X 590x 11 70nun
Ext. Dim. 1000x700x 1400mm
Power Supply 1200W, 220V, 50Hz
Weight 210kg
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According to:

ASTM C109
EN 196/1
BS 3842
O
=
o
[+
o
—
[+ 4
ul
w
BPCE 280
Muodel BPCE 260 BECE 270 EBCE 280
Descaption Digrtal Indscator Compression Machine| Semu Automatie Compression Machine|  Automatie Compression Machme
Capacaty 320kN 320N 3206N
Accuracy 5000 S00M 500N
Dnstance Between
Pl 2500 25 Ceiiam 250
Stroke hnut 40man 40mm 40mm
Selectable
Measurmg force kgt kgf N, Ib kef ¥, b
Dagatal LCD 2x16 backhght - made i | Digital LCD 4x16 backlight - made m [Digtal LCD touchscreen 7 mch - mads
Dngital Inchcator Iran Tawan in Tarwan
Commumucahon Port | Senal Communication Port- RS232 | Senal Commumcaton Port- RS233 | Senal Commummeation Port- RS234
Calibration Possible wath miernal Softwane Possible with mbemal Software Possible with miemal Softwane
Possitality to use
with Length - q"’ \/
Transducer
Includes Processing and Includes Processing and Includes Processing and
Reporting Software Report Generation Software with Report Generation Softwane with Report Generation Software with
Microsoft Excel Microsoft Excel Microsoft Excel
Dim L=W=H 640003 500 1 300mum G403 500 300mam 11505500 1 300mum
Weight 250kg 250k 290kg
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BPCE 300 BPCE 320
Model BPCE 300 BPCE 320
Description Compressive Device Flexural Device
. . 40404 0mm
Specimens Dum. S0x5 A0nc4ne 1 60mum
Meet To Standard No. ASTM C109 ASTM C348
D L=W=H 125 =100=270mm 125= 1002 30mm
Weight ckg S.4kg
According to: BPCE 322
BS-EN 196-1
Model BPCE 322
Description Standard Reference Sand
Meet To Standard No. EN 196-1
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According to:

ASTM C348, C190, C307, C309, C109

BPCE 360 BPCE 330 BPCE 381 BPCE 382
Model EPCE 330 | BPCE346 | EBPCE360 EBPCE 362 |BPCE370 | BPCE 381 BPCE 3382
Description | | D]E‘fh;;ms C“bf;:d' Flextural Mold Hoper  [Briquette Mold T el - [Compression Mold
Matenal Stee] Steel Cast Iron & Steel Al Bromnze Plastic Plastac
Sﬁlmﬂn Se50x50mm | TOxT0x70mm | 40x40x160mm | 40x40x]60mm 12x3 mch 2003002 0mim 14232 5mm
Weight 3.4kg 5 7kg 6.4kg 1.1kg 2 5kg 2005 Tog
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According to:

ASTM C190, C348

EN 196-1

BPCE 373
Model EBPCE 373
Description Flexural & Tension Cement Mortar Machine
Capacity 30kN
Accuracy 10§
Selectable Measunng force kef
Dngital Indicator Digital LCD 4x16 backlight
Commumcation Port Senal Commumeation Port- RS232
Calibration Possible with mternal Software
Possibility to use with Length Transducer -
Dim L=WxH 600x360x1100mm
Weight 100kg
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Soil
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Stainless Steel Sieves

According to:

ASTM E11

EN 933-1, 933-2

BS 882, 812:103.1

Aperture | o Frame 8 | Frame12 | Frame18 | Aperure | Aperture Frame8 | Frame12' | Frame 18
size(mm) % | 203mm | 305Smm | 457mm | size(mm) | Goch) | 203mm | 305mm | 457mm
0.037 400 SOI51 | 50253 | S03%5 635 14 SOI21 | S023 | S0325
0.045 325 SO150 | 50252 | 50354 8 5/16 SO117 | s021 | S0323
0053 270 SO140 | SO230 | S0333 051 38 SO118 | S0220 | S0322
0.063 230 SO148 | s0252 | 50352 112 /16 SO115 | 50219 | S0321
0.075 200 SO147 | SO249 | 50331 12.7 12 SO116 | SO218 | S0320
0.09 170 SO146 | 50248 | 50350 16 5/8 SO114 | 50216 | SO318
0.106 140 SO145 | SO247 | S0349 19 3/4 SO13 | S0215 | S0317
0.125 120 SO144 | 50246 | 50348 226 78 SO112 | sS0214 | SO316
0.15 100 SO143 | S0245 | s0347 254 1 SO1ll | S0213 | SO315
0.18 80 SO142 | 50244 | 50346 315 114 SO109 | so211 | sO313
0212 70 SOl | SO243 | S0345 38.1 1172 SO108 | S0210 | SO312
0.25 60 SO140 | s0242 | so3# 43 1.34 SO107 | sS0209 | soO311
03 50 SO130 | s0241 | s0343 508 2 SO106 | S0208 | SO310
0355 45 SO138 | 50240 | s034 635 2,172 SO104 | SO160 | SO308
042 40 SO137 | sSO29 | s0341 762 3 SO103 | SO150 | S0307
05 35 SO136 | SO238 | 50340 89 3,172 SO102 | SO158 | SO306
0.6 30 SO135 | SO237 | 50339 1016 4 SO101 | SO157 | SO305
0.71 % SO134 | SO26 | 50338 126 5 - SO156 | SO304
084 20 SO133 | S0235 | s0337 | Washing S0 154 - -

1 18 SO132 | SO234 | 50336 Cap SO153 | sS0255 | s036l
12 16 SOI31 | SO233 | 5033 Pan SO152 | S0254 | SO360

14 it SOI30 | s0232 | so3H
17 1 SO120 | sO21 | 50333
2 10 SO128 | SO230 | s0332
236 8 SO127 | SO29 | s0331
28 7 SO126 | SO28 | s0330
3.35 6 SO125 | SO227 | s03

1 5 SO124 | S0226 | s0338
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Electrical Sieve Shaker Used For 8&12” Frames

(-JT

Electrical Sieve Shaker Used For 18” Frames

q‘. I, l

Model BPSO 410 EP30 420
L Electrical Sieve Shaker Used for 8&12 Electrical Sieve Shaker Usad for 18
Description ) }
Frames Frames
Power Supply 250W, 220V, S0Hz 2500, 220°V, S0Hz
Dim LxWxH S00n300x1 2000um G000 1 100num
Weight 40kg T0kg
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Soil Samplers

According to:

ASTM D2937

Undistributed Soil Samplers

According to:

ASTM D2937
BS 1377:9
Mol BPS0O 439 BPSO 439-1 EBPS0 442 EBPSO 440 BPSO 442-1
Description | Distirbed Soil Sampler] Disnubed Soil Sampler bmms.ou Lm‘s*::m sl ”"d'm sl
Dim DxH 38xT6nmum 20 100nmm 3E3xTEnmm Z0x 1 00mm 3R 200mmmm
Weight 30z s0g 80g 250g 230g
Soil Sample Extruder
|
BPSO 439-1 BPSO 439 BPSO 443 BPSO 444 BPSO 440 BPSO 442
Model EPSO 443 BPSO 444
Description Soil Samlpe Extruder Soil Samlpe Extruder
Size S0mum 38mum
Weight 150g 50g
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Core Cutter Soil Samplers
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BPSO 433 BPSO 434
BPSO 433-1 BPSO 434-1
BPSO-3 BPSO 434-3
BPSO-2 l BPSO 434-2
Model (BPSO 433 |BPSO 433-1|BPSO 433-2|BPSC 433-3|EPS0 434 |BP30 434-1 |BPS0 434-2 | BRSO 434-3
- Core Cutter Sampling Sampling | Core Cutter Drog ; Sampling
D T Soil Sampler T Tube Curter Soil Saaupler Hanumne Smpling Tube Cunter
D Size & 6 & G 4 4 ry ry
. c Galvamzed Galvamzed Cralvamized - Galvamzed Galvamzed Galvamzed
Material Electrostatic Electrostatic
Painted Steel Steel Steel Steel Painted Steel Steel Steel Steel
Weight 12.5kg okg 4kg 0.8kg 6.5kg dkg kg u6kg
Soil Hand Augers
According to:
BPSO 454
ASTM D1452, D420
BS 5930 BPS0O458-3
ISIRI 7823 BPSO 458-2
" BPSO 458-1
BPSO 455 '
BPSO 456
BPSO 457
Model BPSO 433 BP0 436 BFSO 457 EPS0 438-1 EPS0 438-2 BPS0 458-3
Description 2 Hand Anger 3 Hand Aunger 4 Hand Auger Emi‘%ﬁ“‘:’d E“ﬂ;;i':;m T handle
Material Steel, Baked colowr) Steel, Baked colour) Steel. Baked colour] Steel, Baked colowr) Steel, Baked colowr] Steel. Baked colow
Weight 950g 1500g 2500g 1500z 800g G60g
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Soil Lathe
Model EP3O 460
Description Soil Lathe
Dim.DxH 200x240mm
Weight 9kg

According to:

BPSO 460
Cone Penetrometer Method for Liquid Limit

BS1337:2
ISIRI 7823
BPSO 470
Mixde] EPS0 470 EP30 470-1 EP50 470-2
Description Cone Penetrometer Apparahs Penetration Test Cone Pensetration Test Cup
D LXWxH 36x14x14cm 35mm fong 30" Dia. 55 H 350un
Weight I5kg Gl S0g
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Casagrande Method for Liquid Limit

Accordin
g to:
ASTM
D4318
BS1337:
2
AASHT
0 T89
BPSO 474 BPSO 473 BPSO 472 BPSO 471
Model EP30 471 EPS0 472 BRSO 473 EP50 474 BFPS0O 500 | BPSO 301
Descrinti Haged Operated  Duotonized Casagrands) Grooving Teol, Meet | Grooving Tool, Meet Spantla Spanla
WTPHON | asagrands Apparatus Apparats oASTMDM318 | to AASHTOT 59 20mm 15mum
D L=W=H 12x14% 166 30 180 1 6eni 11x4%0 1¢m 31 lem L3x2x22em | 1.5%1.5x20cm
Weight 2.25kg 11kg 5.5kg 45z 465 244z

Shrinkage Limit Equipment

According to:

ASTM D427
BS 1377:2
/ =
.
BPSO 490
Model EP30 490 EBP30 491 EP30 492 BP30 493
Description Shrinkage Limit Set Shrinkage Prong Palte Cup spatula 20 mm
Matenial plexiglass Stainless Steel Shnnkage Dish
Dun LxWxH - 100 1 el Sy Dnad3x1 T0num 15 1 900c2 0num
Weagzht 2.25kg 20kg 30 5%
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Sedimentation by the Hydrometer Method

Soil Mechanical Stirrer

According to:

ASTM D422 | p“

BS 1377:2 '

AASHTO T88 L b

BPSO 510

Model BPSO 510 )

Description Mechanical Stirrer 10000rpm

Power Supply 100W, 220V, 50Hz

Dim. 150x190x510nun

Weight kg

Sedimentation Cylinder

According to:
BPSO 512
ASTM D422
BS 1377:2
AASHTO T88

Model BPSO 512 BPSO 513

e Sedimentation )
Description Cylinder 1000cc Rubber Cap
Weight 570g Sg .

BPSO 513
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Soil Hydrometer

According to: ‘ _—
ASTM E126, E100
ISIRI 4984
Model BPSO 533 BPSO 534
Deescription 50il Hydrometer 152H 50il Hydrometer 151H
Model EPSO 514 BPSO 520 BPSO 525
Description Mannal Stirre Sodinm Hexametaphosplate Distilled Water1 201it
Weight 134g 10002 20kg
Sand Equivalent Test
BPSO 541
BPSO 540
TR R
i |
According to: i . BPSO 546
ASTM D2419 ] :
ISIRI 1685 | B (8 ;
TH : BPSO 549
BPSO 542 ’ 1
. BPGE 184
Model | BPSO 540 EP30 541 EPS0 342 BEP30346 | BP0 547 BP30 549 |BPGE 134
o C'Dnlp]tte-Stt for|  Plexiglass Measuring Wieighted Foot Imigator Tube with Plastic Boitle 4| Digital
cription | Sar VA whinder Graduated to ASTM | Assembly for ¢ e - ock Py .
pesenprion | hj%rqm - c'm-usrwim Eﬂﬂ:rg::“ * 1;2:;3 sty E}mm‘;my lit. Capacity | Stopwatch
gﬁc‘i-mi’; - 4 1 1 1 1 1
LE“”:;H : 100w 100%43 $num 504 7 Omam C:L%:;r&'
Weight - 280g 1000z 50g a5g
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Automatic Sand Equivalent Shaker

According to:

ASTM D2419
AASHTO T 176 BPSO 560
ISIRI 1685
Model BPSO 560
Description Automatic Sand

Equivalent Shaker
Power Supply | 0.37KW. 220V, 50Hz

Dim LxWxH G00x300x550mm

Concentrated Stocks Solution

According to:

ASTM D2419 U

ISIRI 1685 BPSO 550 |
ISIRI 1158 |
|
Model BPSO 550
et Concentrated Stocks Solution
BEeT 1000ce —
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Automatic Soil Proctor
According to:

ASTM D558, D698, D1557, D560, D1883
BS 1377-1924

BPSO 610

Model BP50O 610
Description Automatic Soil Proctor
Dim. LxWxH 260x430x1500mm
Weight 190kg

Soil Proctor Mold Extruder

According to:
ASTM D698, 1587, i

1883 BPSO 620
BS 598: 107, 1377:4,
1924:2
Model BPSO 620
Diescription Soil Proctor Mold Extruder
Capacity S0k
Dim LxWxH Dia. 24xH 3%cm
Weight kg
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Soil Proctor Mold

According to:

ASTM D698, D1557, D560, D559, D558
BS 1377:4,1924:2

EN 128/2
ISIRI 1158
ISIRI 668
BPSO 600 BPSO 590
BPSO 580 BPSO 570
Model BPSO 570 BPSO 580 BPSO 590 BPSO 600
Description 4'CompeationMold | 6 Compeation Mold S'S'hl'_lg‘:::f"m mmﬁﬂf‘j“m
Material Galvamzed Steel Galvamized Steel Steel, Baked Coloir Steel. Baked Colour
Weight 4400g 6T00g 4400g T400g
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FieldCBR Test Loading Frame

According to:

ASTM D1883
BS 1377:4
AASHTO 193-99
ISIRI 1159

FieldCBR Test Loading Frame

According to:

ASTM D1883
BS 1377:4
AASHTO 193-99
ISIRI 1159

BPSO 630

BPSO 631
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CBR Test Machine with Proving Ring

According to:

ASTM D1883
BS 1377:4
AASHTO 193-99
ISIRI 1159

BPSO 640

Digital Indicator CBR Test Machine

According to:

ASTM D1883
BS 1377:4
AASHTO 193-99
ISIRI 1159

BPSO 638
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Automatic CBR Test Machine
According to:
ASTM D1883 BPSO 639
BS 1377:4
ISIR1 1159
AASHTO 193-99
Model BE30 630 BR300 631 BPS0 640 EPS0 638 BPS0 630
o Fizld CBR Manual CBR. Motonzed CBR Digital Indicator CBR. Auntomatic CBER Test
Deseription. | .+ Machine Test Machine Test Machine Test Machine Machine
Power Supply | 0.37TkW, 220V, 50Hz | 0.3TKW, 1200, 50Hz | 0.3TkW, 220V, 50Hz 0.37kW. 220V, S0Hz 0.37TkW, 2200%, 50Hz
Indicator Proving Ring Proving Ring Proving Ring LCD Ix6"Large LCD 46"
Capacity 45KN 48k 45KN 45KN 45k
Accuracy 20 200 20 20 20
Flowz Dvial incheator 30man, | Dhal imcheator 30mm. | Dial usdicarer. 30man, | Daal mdecator. 30mm. Dy Digaeal dasplacenent
— Div. 0.0 1num Div, 0001 Diw. 0.0 num 0.0 mm Transducer $0mm. Div. 0.0 1mm
. Inclhades Processmg and
Ra.-pm‘rug Far’:E - - - - Report Generation Software with
Microsoft Excel |
D, £ Mg Oee 1 300mmn S H0nedle 1 300man | S30x360x 1 200mon £30x360x1 300mam £ 300c3 600c 1 300mmm
Weight Tokg Tokg oikg 20kg 90kg
Stroke Swatch Snan S0mun SChman Slum S0mm
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CBR/Marshall

CBR Test Machine with Proving Ring
According to:

ASTM D1883,
D1559

BS 1377:4
AASHTO 193-99,
T245

ISIRI 1159, 12381

BPSO 635

Digital CBR/Marshal Test Machine

According to:

ASTM D1883, D1559
BS 1377:4

AASHTO 193-99, T 245

ISIRI 1159, 12381
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Automatic CBR/Marshal Test Machine

BPSO 636
According to:
ASTM D1883, D1559
BS 1377:4
AASHTO 193-99, T245
ISIRI 1159, 12381
Model EPS0 633 EPS0 634 EPS0O 636
o T CBR-Marshall Compresspon Machme| Dizital CBR-Marshall Compression Automatic CBR-Marshall
Pl with Proving Ring Machume Compression Machine
Power Supply TSORW, 220V, S0Hz TSORW, 220V, 50Hz TEORW, 2200, 50Hz

Indicator Proving Ring LD 1x6 Large LCD 46

Capacity 45kN 45kN 45kN

Accuracy 5N 25N 25M

Flow meter Dial Indicator 30mm. Div. 0.01mm | Dial Indicator 30mm, Div. 0.01mm | = &0l mr:‘;‘;i“m’""' D
Inchudes Processing and
Reporting Sofroare No Mo Report Generation Software with
Microsoft Excel
D LxWxH 360%5 3001 400mm 3605 30001 400numn Z60ne5 3001 400mum
Weight S0ke ke o0kg
Stroke Linit Switch S0anyy SOaan SOarun
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CBR Testing Equipment

BPSO 641

BPSO 642

According -
to: BPSO 647 { g
ASTM S Y |
D1883 BPSO 643
AASHTO ( o
193-99 :
ISIRI 1159 .
BPSO 648 J . BPSO 644
Model | BPSO 641 | BPSO 642 | BPSO 643 | BPSO 644 | BPSO 6435 | BPSO 646 | BPSO 647 |BPSO 648
o F“BR Miold CIERMDId Spacer Dise Surcharge Splitted ) Triped Dial .
Description mmmmm “"2;‘:‘“’ with T Handle | Weight 2.27 w:*;‘“mg Cutting Edge Gﬂ;ﬁ;fgnnm Swell Plate
Qry. Per Packags 1 1 1 1 a 1 1 1
Dim.DxH ax7" 6xT" 150x1500umn | 150x20u0un 150xZ0man | 190x170nmn | 165x400numnm 150%Snun
Weight B.8ke 8.8ke 7 Skg 227k 1.13ke 10002 Likg 0.5kg
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Falling Head Soil Permeability Apparatus
BPSO 654
BPSO 656
According to: BPSO 652
BS 1377:5
ISIRI 14420
BPSO 653
Constant Head Soil Permeability Apparatus
According to:
ASTM D2434
BS 1377 5 BPSO 658 BPSO 657
ISIRI 14420
Model BPSO 652 BPSO 636
Description Falling Head Soil Permeability Comstant Head Saoil Penmeability
Drimn LxWxH G2 200 1 650cm G0x160x1650cm
Weight 6.3kg 4.3kg
Model EPSO 638 BPSO 657 BPSO 633 BPSO 654
_ Falling Head Soil Falling Head Soil Cos Head Soil Costant Head Soil
R Permeability Cell Pm;iuliry Cell Pmt::abmw Cell F::ll'rm;hﬂ.ir}' Cell
Dimn. DexH 3ExTomm S0 1 00mman Dxa dinch Dia dinch
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Pinhole Dispersion Test Apparatus

According to:

ASTM D4647
BPSO 649
Miodel EBPSO 649 EPS0 630 |BPSO 631
Description Pinhole Dispersion Test Apparanes Pinhole Mold Pin
Dim LxWxH A5 5000 145 0mm
Weight J0kg
Consolidometer

According to:

ASTM D2435, D4546, D4186,
D3877
BS 1377:5

BPSO 660
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Automatic Consolidometer

According to:

ASTM D2435, D4546, D4186, D3877

BS 1377:5
Model BPSO 660 BPSO0 660-1
o . Automatic
- t :
Description Consolidometer Consolidometer
Indicator Dial Gauge 7" Touchscreen LCD
Dim.LxWxH | 600x300x550mm | 400x600x600mm e
Weight 25ke 60kg g
\//,/
Model BPS0 665
Dim. Consolidation Stand
Triple Station
Material Steel
Dim. LxWxH 070x550x900mm
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Weight lkg 2kg 4kg 8kg
Qty 1 1 2 3
Material Cast Iron Cast Iron Cast Iron Cast Iron
Model EPS0 662 EPS0 662-1 EPSO 662-2
Description | Consolidation Cell | Consolidation Cell | Consolidation Cell
Size S0mm 61.5num 71.5mm
Material Brass Brass Brass
Model SO 669-1 SO 669-2 SO 669-3 SO 669-4 SO 669-5 SO 669-6 SO 669-7 SO 669-8
Description Bronze Porous|Bronze Porous |Bronze Porous| Bronze Porous | Bronze Porous|Bronze Porous|Bronze Porous Bronze
P Filter Filter Filter Filter Filter Filter Filter Porous Filter
Size 38mm S50mm 61.5mum 71.5mm 100mm 150mm 83mm 95mm
Thickness 3mm 3mm 3mm 3mm 3mm 6num 3mm 3mm
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Motorized Unconfined Compression Strength Apparatus

According to:

ASTM D2166
AASHTO T208-90
BS 1377-20

BPSO 680

Digital Unconfined Compression Strength Apparatus

According to:

ASTM D2166
AASHTO T208-90
BS 1377-20

BPSO 683
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Automatic Unconfined Compression Strength Apparatus

According to:

ASTM D2166
AASHTO T208-90
BS 1377-20
BPSO 686
Model EPS0 680 BPS0 683 EPS0 686
— Motorized Unconfined Compres- Digital Uneonfined Compressive Awmomatic Unconfined Compressive
D sive Strength Apparans Strength Apparans Strength Apparanis
Power Supply 0.6KW, 2200, S0Hz O.6KW, 220V, SO0Hz 4.5Mm
Iisdicator Proovig Ring LCD 136" Large LCD 46"
Capaciry Sk Sk Sk
ACCUracy I 1N 1N
Dnal mdicator, 30man, Div. et - Digital displacenent Transducer
Flowmeter 0.01mm Dial indicator 30mum, Div. 0.0 lnun SOman. Div: 0.01mm
Includes Processing and
Reporting Software - Report Generation Software with
Microsoft Excel
Dinin LxWxH Z2000m¢ 1 S0xS00n 1) 2005 1 50x6000mmn 430003 30 TDmum
Wedght 25kg 25kg 45k
Swoke Swirch S SOmm Slnmum

m Soil | info@behradcompany.com
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Sand Density Cone Apparatus

According to:

ASTM D1556
BS 1377: 9, 1924: 2

BPSO 692

BPSO 701

A /{I:so 692

BPSO 703

Na ',’ BPSO 693

T,
e BSP7IR

Model EPS0 620 | BPSO 700 | EPSO 691 | EPSO 692 | BPSO 603 | BPSO 701 | BPSO 702 | BPSO 703
Sand Cong | Sand Cone c :
Description | Test-Come | Test-Com= | Samd Cone Base Plate cgc];b:mn Sand Cone Base Plae c;:fm
plete Set plete Sat = e
Material Steel - FVC Steel Alhmmam | Steel - PVC Steel Almnimim
Dria. 4 6.5 4 4 4 6.5 6.5 6.5
Weight 39kg Tkg 2.1kg kg 08¢ 3.7kg 1.8kg 1.5kg
Standard Sand for Density Test
According to:
ASTM D1556
BS 1377:9,1924: 2
BPSO 715
Model EPS0O 713
Description Standard Sand For Density
Weight 20kg per Package
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Relative Density for Cohesionless Soil Vibrating Table

According to:

ASTM D4253-D4254
BS 812: 109

BPSO 716
Model BP30 716
Description Relative Density of Cohesionless ﬁuil Vibrating Table
and Apparatus
Power Supply 1000W, 220V, 50Htz
Dim. 760X 760X A00mm
Weight 300kg
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Digital Direct Shear Test Machine Specimen Box 60x60mm-

100x100mm

According to:

ASTM D 3080
BS 1377:7
BPSO 720
Model EP30 719 EPSP 720
e ety Dngital Direct Shear Machine Apparans - Digital Direct Shear Machine
senph Specimen Box GGl Apparats = Specimen Box 100 1 (0mam
Power Supply 2000 2000
Indicator LCDdx16 LCDdx16
Capacity KN SKN
Agcuracy M N
Reporting Software
Dhim. 2T 00x 1 05 0nm 27000 1050
Weiglt 110kg 110kg
Stroke Switches S0wman S0wman
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Automatic Direct Shear Test Machine Specimen Box 60x60mm-
100x100mm

According

to:

ASTM D 3080

BS 13777

Model BPSO 717 BPSO 718
Déscriotion Automatic Direct Shear Machine - Automatic Direct Shear Machine -
! Specunen Box 60x60mm Specunen Box 100x100mm
Power Supply 6.5N.m 6.5N.m
Indicator Touch Screen 7' TFT Touch Screen 7" TFT
Capacity SKN SKN
Accuracy 2N 2N
Includes Processing and Includes Processing and
Reporting Software Report Generation Software with Report Generation Software with
Microsoft Excel Microsoft Excel
Dim. 280x900x1050mm 280x900x1050mm
Weight 120kg 120kg
Stroke Limit Switches S0man SOmm
Model BPSO 722-1 BPS0 7252 EPS0 7262 BPSO 727-1
Direct Shear
- . Sample Brass Poraus
Description | Box - com- Sample Cutter q
Extruder Filter
plete set
Material Brass S Aluminum Brass
Steel
Qty per pkg. 1 1 1 1
Size 60x60mm 60x60mm 60x60mm 60x60mm
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Model BPSO 7222 BPSO 725-1 BPSO 729-1 EPS0 7272
Direct Shear
Description Box - Sample Cutter [Sample Extruder Bmss. S
Filter
complete set
Material Brass Nik;lt:ella ted Aluminivm Brass
Qty per pkg. . : .
Size 100x100mm 100x100mm 100x100mm | 100x100mm
Weight 1kg 2kg kg 8kg
Qty 1 1 2 3
Material | CastIron| CastIron | CastIron | Cast Iron
BPSO 721
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Direct Shear Test Machine 300 X 300mm

According to:

ASTM D 3080
BS 1377:7
Model EES0 730 BP30 731
_— Di_g'na! Drivect Shear Antomatic Direct Shear
D Machine 300x300mm Machine 00%300mm

Powcer Supply - Normal Loading

1000°W, 220V, 50Hz

1000W 220, 50Hz

Power Supply - Honzontal Shear Loading

1000W, 220V, 50Hz

1000 220V, 50Hz

Indicator LCD (4x16) Touch Screen 7
Capacity -Nommal Loading S0k S0EM
Capacity- Horizontal Shear Loading SOkN SOk

Accuracy 10N 10N
Includes Processing and
Reporting Software - Report Generation Software with Microsoft
Excel
Dim LxWxH S 200 1600% 1 35 0man 520 1 e90enc | 35 0mnan

Weight 450kg 450ke

Automatic Direct Shear Test Machine 300 X 300mm

m Soil | info@behradcompany.com
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Digital Triaxial Testing Apparatus

According to:

ASTM D2850-87, D4767-88
AASHTO T234-90
BS 1377:8

Fully Automatic Triaxial Testing Apparatus

According to:

SO 740/1

ASTM D2850-87, D4767-88
AASHTO T234-90

BS 1377:8

Nl [pe——
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Model BPSO 740 EBP30 741
Description Digital Indicator Trialxial Testing System Fm‘z:::;";:‘:;f:’“ﬂ
Power Supply 400N, Stepper Motor S00W, Servomotor
Speed 0,00 5=5 s/ mxin 0.005-3mm/min
Dispaleement Transducer Dial imdicanor, SOmim. Div., 0.01mm D:g!a;nmn.:ﬂﬁmm.?duw
Pressure Readout kPa kPa
Tindicateor LCD (4x16) Tousch Screen 7 TFT
Capaciry kN 200N
Agcuracy 10 10
Ineludes Processing and
Reporting Sofrware - ReponCenaration
Software with Microsoft Excel
Flaten Size 1 20mmn 20mmamn
Stroke Limit Switche Simm S0num
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Data Logger

|

Plate Load Test (PLT)

According to:
ASTM D1194-D1196

BS 1377:9
Mosdel EPE0 781 EPS0 782 EPSO 783 BPSO 720
Dhescription Plate Bearing Test Plate Bearing Test Plate Bearing Test Plate Bearing Test
Plates 150, 200, 3000mum 200, 300, 450num 200,300, 450y 200, 300, 450, Téetuum
Capasaty 100EX 300N SO0KM 1000KM

Soil Vane Shear Tester

Q > ‘ /\
BPSO 842
Model BPSO g842

Vane Shear Tester

Description

info@behradcompany.com | soil m
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Standard Penetration Test

According to: l

DIN 4094

BPSO 820

Model BPSO 320

Description | Standard Penetration Test

Refrence DIN 4094
Length 1080mm
Weight 10kg

Size 38mm

Munsell Colour Chart
Providing Ring Penetrometer

Soil Pocket Penetrometer

According to: Y
ASTM D1558, D2573 ’ iy

Model BPSO 842
Description | Soil Pocket Penetrometer BPSO 842
Weight 250g

m Soil | info@behradcompany.com
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Asphalt & Bitumen
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Asphalt Centrifuge Extractor

According to:

ASTM D2172
ISIRI 1689

Motorized Asphalt Centrifuge Extractor

According to:

ASTM D2172
ISIRI 1689
Model EPAS 100 BPAS 110 EPAS 120
Description Asphalt Centrifige Extractor | Motorized Asphalt Centrifuge Extractor | Motonized Asphalt Centrifiige Extractor
Volune 15002r 1500gr 3000z
D (LxWxH) 3T0%3 5004 S0mum 450x3 2055 0mum 5504 20065 0mum
Power Supply Handy 2500W, 220V, 50Hz SOOW, 220V, S0Hz
Speed Control - 3000rpm 3000mpm
Weight 23kg 30kg 45kg
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Filter Paper

BPAS 130
Model BPAS 130
Discription Filter Paper
Qry. 100 per pack
Dim. Dia. 250mum
Asphalt Flask
Model BPAS 140
Int. Dim. Dia.21xH27 cm.
Ext. Dim. Dia.39xH32 cm.
Weight 23kg

BPAS 140
Compacting Mold for Marshall
According to: BPAS 151
BPAS 153 AS 15
ISIRI 12381 BEAS 152 -
BS 1377 _ .} -
e
oS = - i v
Model EPAS 130 EPAS 151 EPAS 152 EPAS 133
Description Marshall Mold= Complete Set Miain Body Filling Collar Base Plate
Material Galvanized Steel Galvanized Steel Galvanized Steal Galvanized Steel
Intermal Dim, 4 4 4 4
Weight 3kg 1.2kg 0.9kg 0.9kg
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Hand Operated Marshall Compactor

According to:

ASTM D1559
AASHTO T 245
ISIRI 12381

Automatic Marshall Compactor

According to:

BPAS 160

ASTM D1559
AASHTO T 245 BRIl
ISIR1 12381
Mindel EPAS 160 EPAS 170
Description Hand Operated Marshall Compactor Automatic Marshall Compactor
Standard Fa]]ingwﬁ@in 4536gr- 100, 4536 100,
Loading Height 18inch 18inch
Dim. L-W+H 380300% 148 0mm 330450%1 680mm
Power Supply - 2500, 220V, SOHz
Weight st kg
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Automatic Marshall Tester 50KN Capacity

According to:

ASTM D1559
AASHTO T245
ISIRI 12381

BPAS 178

Digital Marshall Tester 50KN Capacity

According to:

ASTM D1559
AASHTO T245
ISIRI 12381

BPAS 179

info@behradcompany.com | Asphalt & Bitumen
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Analogue Marshall 50KN Load Frame

According to:

ASTM D1559
AASHTO T245
ISIRI 12381
BPAS 180
BPAS 181
|
BPAS 182
Model EFAS 178 EPAR 17D EFPAS 180
Description Anomatie Marshall Tester Drigital Marshall Tester Analogne Marshall Tester
Capacity S0EN SOk SOk
ACCUTAcy SO SN 50N
Indicator LCD 4xfinch LCD dxinch Prooving Ring
Dam. I 5005500 1 OO 3505 50x 1 000num 4305001 000
Power Supply TS0W, 2200, S0Hz S50, 2200, 50Hz 5500W, 220V, S0Hz
Weight 100kg 100kg 100kg
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CBR/Marshall

CBR-Marshall Test Machine with Proving Ring

According to:

ASTM D1883, D3668
BS 1377: 4

info@behradcompany.com | Asphalt & Bitumen
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Digital CBR-Marshall Compression Machine

According to:

ASTM D1883, D1559

BS 1377:4

AASHTO 193-99, T245
ISIRI 1159, 12381

Mosda] BP50 633 EPS0 634 EP30 636
Ty CBR-Marshall Compression Digital CBR-Marshall Compression Automatic CBR-Marshall
oph Machine with Proving Ring Machine Compression Machine
Power Supply TSOKW, 2200, S0Hz TSOKW, 2207, S0Hz TSOKW, 220, S0Hz
Indicator Proving Ring LCD 1x6" Large LCD 4x6™
Capagity 45k 45kN 45kN
Accuracy 20 20 20N
Flow meter Dial Indicator 30man, Div. 0.01mm | Dial Indicator 300, Dav. 0.01mam Wigtad Tmm’::m R LR
Includes Processing and
Reporting Softwars Report Generation Softwars with
Microsoft Excel
Dim. LxWxH 3600e8 3001 400mm 3605 300 1 400mum A60x 5300 1 400mm
Weight kg Mk kg
Stroke limit Switch Sman S(man S0mum
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Automatic CBR-Marshall Compression Machine

According to:

ASTM D1883, D1559
BS 1377:4

AASHTO 193-99, T245
ISIRI 1159, 12381

Tensile Splitting Device

According to:

ASTM D4123
EN 12697-23

Model BPAS 184

Description Tensile Splitting Device

Material Chrome Plated Steel
Dim.LxW=x=H 170x155x200mm
BPAS 184
Weight 5.5kg

Marshall Mold Extruder

BPAS 200

Model BPAS 200

Description | Marshall Mold Extruder

Capacity 30KN
Dim.D=xH 310x500mm
Weight 23kg
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Water Bath

According to:

ASTM D5581,
AASHTO 245-97
ISIRI 12381
BPAS 220
Model BPAS 220
Description Water Bath
Capacity 20lit.
Temp. Range 20-90 °C
Int. Dim.LXWxH | 330x210x440mm
Ext. Dim.LxWxH | 330x300x680mm
Weight 23kg
Asphalt Thermometer
BPAS 230
Model BPAS 230 BPAS 240
Description Analogue Digital Termometer
Termometer =
Temp. Range 0 +250°C =50 +250 °C
Div. 25°C 0.1°C
Stem Length 200mm 105mm
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Thin Film Oven
According to:

ASTM D6, D1757
BS 2000

‘ T— BPBI102

Model BPBI 100
Description Thin Film Oven
Power Supply 1000W, 220V, 50Hz
Temp. Range 155 +178 °C
Capacity 1001it.
Speed Control 5-6rpm
Dim LxWxH 610x550x829mm

Bitumen Ductilometer
According to:

ASTM D113

BPBI 110

BPBI 111

———
r
|
:

'

BPBI 100
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Model BPEI 110
Description Bitumen Ductilometer
Power Supply 1000W, 220V, 50Hz
Max Stroke 1500mum
Speed Control 50 nuny'min
Dim. LxWxH 18300x300x440num
Weight 60kg

Saybolt Viscometer

According to:

ASTM D88, D244
BS 434:1
AASHTO T72

BPBI 116

BPBI 115
Model BPBI 115
Description Saybolt Viscometer
Power Supply 500W, 220V, 50Hz
Temp. Range 70+210 °C
Dim. 270x270x550mm
Weight 12kg
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Bitumen Dial Penetrometer

According to:

ASTM D5
EN 1426

BPBI 120

BPB

Model BPBI 120
Description . Bitumen
Dial Penetrometer
Gauge 50mm
Div. 0.01mm
Dim. 32029055 0mm
Weight 9kg
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Cleveland Flash & Fire Point Tester

According to:

ASTM D92
EN 22592
BS 4689
Model BPBI 125
. Cleveland Falsh & Fire Point
Description ]
Tester
Heater Power 600W BPBI 125
Max. Tempreture 400°C
Dim. 420x280x700mm
Weight 6.3kg
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Ring & Ball Apparatus for Softening Point Of Bitumen

According to:
ASTM D36
EN 1427

f¢ .
BPBI 133

BPBI 131 BPBI 132
BPBI 130

BPBI 120

Ring and Ball Apparatus for
Softening Point of Bitumen

Model

Description
3.52

200x220x3750mm
3.7kg

Ball Weight
Dim. LxWxH

Weight
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Hubbard Carmick Specific Gravity Pycnometer

BPBI 141
According to:
ASTM D70 BPBI 142
BS 4699
Capacity BPBI 141 BPBI 142
Tiaaerni Hubbard — Cammick Specific Graviry Hubbard — Cammick Specific Graviry
Pl Pycnometer-Conical type. 25 ml Pycnometer-Cylindrical type, 24 ml
Capacity 25ml 24ml

Galvanized Bitumen Tray

Model BPBI 150

Description Galvanized Binunen Tray

Weight 1kg

BPBI 150

Asphalt & Bitumen | info@behradcompany.com
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Rock
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Slake DUrability APParatls........ueeiieeiiiieiiieie ettt e et e e st e e s ssbee e e s sbeeeessbeeeessbeeeessaseaeeesnes 110
ROCK DireCt SHEAI APPAratus ...ccccuveeeeeiiieeeeiiieeeeiitee e eetre e e e streeeestteeeesaraeeessraeeeasteeeeassaeeeannseeesesnsenas 110
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According to:

ASTM D 2938, D 4555

According to:
ASTM D 2664

Model BPRO 115 BPRO 110
Description Rock ‘nimii.al_ .appmm_.ls with Smi-ﬁumnmﬁc Rock Triaxial .-‘np].waﬂls with Fu_tIJ:.r Autornate
Compression Machine Compression Machine
Power Supply 1.5kKW. 220, 30Hz LSKW, 220, S0Hz
Capacity 20000 2000k
Acciracy 1kN 1kN
Drstance Berween Plates 3 20mn 320num
Stroke limit lnmum 40
Selectable Measuming force kgl N, Ib kgf. M. b

Dngital Indscator

Dngntal LCD 4x16 backhght - made m Tarwan

7" Touchsereen LCD - TFT

Reporting Software

Report Generation Software with Microsoft Excel

Commnmscation Port Senal Conmumacation Port- RS215 Senal Commmmscation Port- RS232
Calibration Possible with Intermnal Softwane Posstble with intemal Software
Possibility to wse with Length
Transducer v v
Inchudes Processing and Inclsdes Processing and

Repont Generation Sofrware with Microsoft Excel
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According to:

ASTM D 5731
BPRO 150
Model EFRO 140 EPRO 130
Description Point Load Test Apparatus Point Load Test Apparatus
Indicator Digital LCD 7 segment | red light Digital LCD 7 segment , red light
Capacity S0k 100KN
ACCuracy 20M SON
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Slake Durability Apparatus

According to:

ASTM D 4644 Model BPRO 130
L Slake Durability
Description Apparatus

Power Supply 180W, 220V, 500HZ

BPRO 130

Rock Direct Shear Apparatus

According to: e BPRO 125
ASTM D 5607 Description Rock Direct Shear Apparatus
Dim. 460x250x600mm
BPRO 125 Weight fae
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Construction Materials

Gypsum Vicat Apparatus (Modified TYPE) ...ccccuiii ittt et e e srte e e e eraaee e eanes 112
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Gypsum Vicat Apparatus (Modified Type)

According to:

ASTM C 472
ISIRI 5482
BPGY 110
Model BPGY 110 BPGY 115 BPGY 116 BPFCE 171 BPCE 174
Description G*f“m L Cone Penetrometer | Additional 15g Weight Mold Base Plate
Material Steel Body Aluminum Steel Bakelite Glass
Dria. T0x
Dim. 1 90ec 1 403 0nmm A3 imm S 3mm dia. Gix 10 1 0Chmam
H 40 mm
Weight 2110z 6z 15g Oz 150g

i§VA | info@behradcompany.com
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Temperature & Humidity Control Cabinet for Curing Gypsum
Specimen

According to:

ASTM C472
ISIRI 5482

BPGY 130
Model BPGY 130
Temperature & Humidity
Description Controlled Cabinet For
Curing Gypsum Samples
Int. Dim. LxWxH 440x400x530mm
Ext. Dim.LxWxH 600x590x1160mm
Power Supply 0.33 hp", 220V, 50Hz
Temperature Range =5 to +60°C
Humidity Range 0 to 100%
Internal capacity 1001it.
Shelves 2
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Compression & Flexural Machine for Gypsum Specimens

According to:

ASTM C 472
ISIRI 5482
Model BPGY 200
Frerr oo Compression & Flexural. Machine for
Gypsum Specimens
Capacity 50kN
Accuracy 20N
Indicator LCD 4x16 " with back light
Power Supply 8.5N.m, 220V, 50Hz
o Possible with
Calibration ST
Dim. LxWxH 600x360x1200mm
Weight 80kg

Tile Abrasion Machine

According to: - —
ISIRI 755

BPBR 221
BPBR 220
Model BPBR 220
Description Tile Abrasion Machine
Power Supply 0.37kW, 220V, 550Hz
Dim. LxWxH 430x720x950mm
Weight 55kg

MVN | info@behradcompany.com
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Digital Flexural Machine

According to:

ISIRI 755
BPBR 110
Model BPBR 110
Description Digital Flexural Machine
Capacity 30kN
Accuracy 10N
Indicator LCD 4x16" with backlight
Power Supply 200W, 220V, 5Hz
librati Possible with
& tion Internal Software
Dim.LxWxH 620x550x1 200mm
Weight 120kg

Freezing & Thawing Apparatus of Tiles

According to:

ISIRI 755
BPBR 200
Model BPER 200
Description Freezing-and-Thawing
Apparatus of Tiles
Int. Dim. LxWxH 400=470340mm
Ext. Dim.LxWxH 550«610=830mm
Capacity 70Nt
Power Supply 300W, 220V, 50Hz
Temperature Range -10to +20°C

Shelves

2
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Graded Inclined Plane

According to:

ISIRI'7

Model BPBR. 135

Description Graded Inclined Plane

Material Nickel Plated Steel
Dim.LxWxH 60x15x16mm
Weight 77g

Digital Compression Machine

According to:

ISIRI 7

6N | info@behradcompany.com
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Semi-Automatic Compression Machine

According to:

ISIRI'7
Model EPER 120 EPER 112
Descrniption Digital Compression Machine Semi Automatic Compression Machme
Capacity 1200k 1200kM
Accuracy 1kN 1k
Indicator Digital LCD 4x16 backlight - Digital LCD 4x16 backlight -
Manufactured by Azmoon miade in Taiwan
Power Supply 1.5KW, 220V, 50Hz 1.5KW, 220W, 50Hz
Calibrati Possible with Possible with
foraiion Internal Software Internal Software
Dim LxWxH T 00 1 (e 0mmm TOCeeA 000 | Od0mm
Wiight 380kg 380kg

info@behradcompany.com |
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Polystyrene Universal Testing Machine

Model BPPS 110
Description | Polystyrene Universal Testing Machine
According to: Capacity 10kN
ISIRI 11108, 7302, Accuracy SN
7117 -
indicator 7 Touchscreen LCD - TFT
Power Supply 0.75kW, 220V, 50Hz
N Possible with
Calibrati
4 o Internal Software

Polystyrene Compression & Bending Machine

Model BPPS 115
Description | Polystyrene Compression& Bending Machine
Capacity 20kN
According to: Accuracy 10N
ISIRI'ISIRI 7302, 7117 o AT T Touchscreen LCD - TFT

118

Power Supply

0.75kW, 220V, 50Hz

Calibration

Possible with
Internal Software

| info@behradcompany.com
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Roof Block Polystyrene Compression Bending Machine

According to:
ISIRI 11108

Model BPPS 120
Description | Roof Block Polystyrene Compression
Bending Machine
Capacity 10k
Accuracy SN
indicator 7' Touchscreen LCD - TFT
Power Supply 0.75kW, 220V, 50Hz
o Possible with
(e Internal Software
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Steel

Steel content

Universal Tensile, Compression, Bending Machine
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Universal Tensile, Compression, Bending Machine

According to:

EN 10002 s 8 ASTM: ASTM A370, E

info@behradcompany.com | steel



“eosern|  Behrad Company

BPST 600

BPET

Universal Tensil,

700

EPST 100 EPST 300

Universal Tensil,

Compression and

Universal Tensil

Compression and

Bending Machine

Compression and
Banding Machine

300K

Universzal Tensil,
Compression and
Bending Machina

100K

Bending Machine

GO0KE
1001

1000k

10087

i) 1000

1500%W, 2200, 50H=

1500W, 220V, 50H=

1500W, 220, 50H= | 1500W, 220, 50Hz

550nmm

G00mm
160mm

Power Supply

Smm
160mm

LA

550mm

160mnmm

EN

Distance Between Plates

EN

5-50mum/min

Stroke limit Switch

i)

5-50mm.'min

Selectable Measunng force

5-50mm/min

7" Touchscreen LCD -

7" Touchscreen LCT -

made in Tarwan

Speed Rate

7" Touchscreen LCD -
made in Tarwan

7" Touchscreen LCD -

made in Taiwan

Semial Commmmication

Digital Indicator

made in Taiwan
Serial Commamic ation

Serial Commmmication
Port- R5236

Pori- 5137

Compmmnication Port

Serial Comrmmication
Pomn- R5235

Port- 5234

Possible with internal
Sofmwars

Possible with infermal

Possible with inbernal
Sofrorare

Possible with internal

Software

v

Calibration

Softwrare

v

v

Tramsducsr

Possibility to wse with Lenzth

v

Inchndes Processing

Includes Processing
and

Inchudes Processing
and
Beport Generation

Peportng Software

Inchades Processing
and and
F.eport Generation
Softorare with

Microsofi Excel

Peport Generation
Software with
Microsoft Excel

850=550=1500mm

Softerare with
Microsoft Excel

Feport Generation

Q000600 1900mm

Soffware with
Microsoft Excel

1100~750+2100mm
1500kg

1350ke

hypdrantic System Dim.

L=W~H

T00-450= 1 500mm
400k

200ke

Weight

Steel | info@behradcompany.com



